
SOP 
 

 

Standard Operating Procedure: Optical Setup (micro-PL) 
 

Instruction for operators  

 

SOP of BX63 OLYMPUS Microscope 

 

Procedures for switching on the microscope: 

a) First on the CBH 

b) Next switch on the SSU 

c) Switch on the touch panel controller (switch is at the back) 

d) Wait till the “full operation” display in the touch panel 

e) Click on the full operation tab 

f) Wait until the gray-colored display turns to black and you can observe the selected lens in blue 

color 

g) Next, in the monitor, you can click on the cell sens interface software to control the monitor. 

During this do not disturb the touch panel controller 

h) Once, the software stars click on the live status button 

i) Now it is ready to operate 

 

Operation of the Microscope: 

a) To see the object you can open or close the shutter from the software  as well as from the touch 

panel 

b) To change the lens (5x/10x/20x/50x/100x and IR) you can do it from software or the touch panel. 

Avoid manual rotation (you will get a tik sound if is correctly placed) the lens as per your 

requirement 

c) WD or Focus you can adjust manually from the XY controller (Fine/course) as well as from the 

touch panel (Z tab up/down).  

d) Similarly, the x and y movement of the stage can be adjusted from the XY controller 

(Fine/course) preferably. 

e) The lamp intensity can be adjusted from the touch panel. 

f) For taking any snap image you can take it by clicking the snap button on controller U-MCZ. 

 

Procedures for Switching off the microscope: 

a) Save the images that you have taken. 

b) Close the lamp shutter 

c) Then reset the intensity of the lamp (If the microscope is on) 

d) Leave the microscope lens at lower magnification (5x) 

e) Reset the x, y, and z with help of a touch panel 



f) Close the software. 

g) Click the off button in the touch panel and wait till the blue panel displays 

h) And switch off from the back of touch panel 

i) Followed by the SSU and CBH switch 

 


